Republic of the Philippines
Department of the Interior and Local Government

FM-QP-RO1-FAD-098-2
Regional Office 1 = l — ==
REQUEST FOR QUOTATION (RFQ) w | o i

MODE OF PROCUREMENT: |NEGOTIATED PROCUREMENT - SMALL VALUE PROCUREMENT RFQ No. - /0~ %3_
Name of Procuring Entity:  |LGCDD Date: 7M ’
Office/End User:
Company Name:
Address:

*PhilGEPS Registration No.:

Please quote your lowest price for the requirements listed hereunder subject to the Terms and Conditions stated below and submit to this office
duly signed:

TERMS AND CONDITIONS:

1. Bidders shall provide correct and accurate information required in
this form.

2. Bidders may quote for any or all terms.

3. Price quotation(s) must be valid for a period of 60 calendar days
from the date of submission.

4. Price quotation(s) to be denominated in Philippine Peso shall include
all taxes duties and/or levies payable.

5. Quotations exceeding the Approved Budget for the Contract (ABC)
shall be rejected.

6. Award of contract shall be made to the lowest quotation (for goods)
or the highest rated offer (for consulting services) which complies with
the minimum technical specifications and other terms and conditions
stated herein.

representative(s).

deadline.

7. Any interlineations, erasures, or overwriting shall be valid only if they
are signed or initialed by the supplier or its authorized

8. The DILG shall have the right to inspect and/or to test the goods to
confirm their conformity to the technical specifications.

9. Liquidated damages equivalent to one-tenth of one percent (0.001) of
the value of the goods not delivered within the prescribed delivery
period shall be imposed per day of delay. The DILG shall rescind the
contract once the amount of the contract, without prejudice to other
courses of action and remedies open to it.

10. Bidders shall submit their quotation together with all the required
documents on or before

to the BAC

/

2

Secretariat. The BAC shall not accept quotations received after the

/

APPROVED BUDGET FOR THE CONTRACT (ABC):
P311, 700.00

PEDRO D. GON

ES

Chair, BAC

ITEM NO.

ITEM DESCRIPTION

QTY.

UNIT

ABC PER
ITEM

PRICE PER UNIT

ICT Equipment

Video Conference Camera

Specifications:

Dimensions: Main Unit: Height x Width x Depth: 104 mm x 400 mm x 85 mm Weight:
1.04kg Remote Control: Height x Width x Depth: 83 mm x 83 mm x 10 mm

System Requirements: Windows?7, Windows 8.1 or Windows 10 macQS 10.10 or
higher Chrome OS Version 29.0.1547.70 and higher USB 2.0 port (USB 3.0 required
for 4K video)

Overall Tech Specs: Super-wide 120-degree field of view 3-microphone speakerphone
Optional expansion microphone-ready 4K Ultra HD video calling (up to 3840 2160
pixels @ 30 fps); 1080p Full HD video calling (up to 1920 x 1080 pixels @ 30 fps);
720p HD video calling (up to 1280 x 720 pixels @ 30 fps); with supported clients All-
in-one design Motorized pan/tilt Logitech lens 3 camera presets Bluetooth wireless
technology RF remote control Multiple mounting options, including table and wall
mount; optional TV mount available Kensington security slot

Microphone: Pickup Range: 2.4 m/8’ Pickup Range with Expansion Mic: 4.2 m/14'
Sensitivity: -27dB Microphone frequency response: 90Hz-16kHz for full voice
reproduction and high intelligibility without noise Factory-paired, very low distortion
broadside beamforming algorithm steers the microphones directly at the talker for the
best voice pickup and noise reduction AEC (Acoustic Echo Cancellation) VAD (Voice
Activity Detector) Microphone background noise suppression Pro-audio 32 kHz
sampling rate

Speaker: Powerful rare-earth magnet Acoustically suspended speaker enclosure
Volume adjustable to 95 dB SPL at 1/2 meter peak Speaker sensitivity 86.5+/-3dB SPL
at 1/2 meter Distortion: 200 Hz-300Hz<3%, 3000 Hz-10KHz<1% Peak-limiting
algorithm prevents even momentary speaker clipping to prevent distortion
Compatibility and Integration: Plug-and-Play USB connectivity Works with most any
video conferencing application or meetings service Skype for Business certified
Microsoft Cortana certified Cisco Jabber and WebEx compatible Enhanced Integration
with Logitect Collaboration Program (LCP) members, including BlueJeans, Broadsoft,
LifeSize Cloud, Vidyo, and Zoom

Package Contents: MeetUp ConferenceCam Remote Control USB cable: 5m, Power
supply Wall mount and hardware User documentation

Warranty: With warranty on parts, repair and service

Laptop

Specifications:

Processor: Intel Core i7-8550U Processor (8M Cache, up to 4.00 GHz)

pc

pc
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ICT Equipment
Dimentions: 307.4mmx211mmx16.9mm

Weight: 1.2kg

Color: Gold/Silver/ or any available

Connectivity: 1x1 AC WiFi + Bluetooth 4.1

Ports: USB Type C; USB 2.0; Audio Combo Jack; HDMI; and 4-in-1 card reader
Package content: Laptop, Laptop Bag

Warranty: with warranty on parts, repair and service

Amplifier 1 pc
Specifications:

Type: 5.25" 2-Way Indoor/Outdoor Speaker

Size: 5.25 inch

Power Handling: 120 Watts

Impedance: 8 Ohms

Frequency Response: 100-20k Hz

Sensitivity: 88dB @ 1w/1m

Cut-out: 10" Hx 9 1/4" W x 5" D

Features: Ideal for any custom home or multi-room background music application;
Stainless steel rust-proof grilles; Mounting brackets; Water resistant cones; White or Black
Finish; Sold in Pair

Microphone with Local or Remote Switching 4 pcs
Specifications:

Maximum Power: 750W + 750W at 8Q Impedance

Frequency Response: 20Hz to 20Khz

Input Sensitivity: >10mV

Sensitivity: 85dB

Triple Tone Control: Low, Mild and High Frequencies

Loudness: On/Off

Features: Digital Echo Delay Repeat Control 3 Mic Input Record Out/Line out
Music/Mic: Independent Volume Control

Warranty: 1 Year

Others: 10% Guaranteed Konzert Original Product

Speaker 2 pcs
Specifications:

Element: Fixed-charge back plate, per tly polarized cond

Polar pattern: Half-Cardioid (cardioid in hemisphere above mounting surface)

Frequency response: 30-20, 000 Hz

Low frequency roll-off: 80 Hz, 18 dB/octave

Open circuit sensitivity: "34 dB (19.9 mV) re 1V at 1 Pa

Impedance: 200 ohms

Maximum input sound level: 130 dB SPL, 1 KHz at 1% T. H. D.

Dynamic range (typical): 104 dB, 1 kHz at Max

SPL signal-to-noise ratio: 68 dB, 1 kHz at 1 Pa

Phantom power requirements: 11-52V DC, 4 mA typical

Switches: Activation: on/off Switch function: press on/off, momentary on, momentary off;
Flat, roll-off

Weight: 264 g (9.4 0z)

Dimensions: 108.0 mm (4.25") maximum length 84.0 mm (3.31") maximum width 23.0 mm
(0.91") maximum height

Output connector: TB5M-type

Cable: 7.6 m (25.0') long, 3.2 mm (0.13") diameter, S-conductor shielded cable (2
conductors under shield; 3 control wires outside shield)
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LED Smart TV 1 pc
Specifications:

TV Type: LED, Smart TV

Screen Size: 70 inches

Resolution: 3840x2160

Full HD: 4K UHD

LED Backlight:Yes

HDMI: 3 x

Component terminal: Yes

LAN terminal: Yes

DLNA: Yes

Wall-mounted: Yes

Dimensions: With Stand: 1574.8 x 970.4 x 340.3 mm Without stand: 1574.8 x 877.9 x 59.9
mm

Weight: 25.3 kg (with stand), 24.7 kg (without stand)

IMPORTANT

SUBMISSION OF BID /OFFER:
1. Valid Business/Mayor’s Permit
2. Latest Income/Business Tax Return
3. PhilGEPS Registration Number
4. Menu (for procurement with meals and snacks)
* Non-submission of the above-stated requir shall aut: Ih
disqualify the bid/offer

PRIOR TO ISSUANCE OF NOTICE OF AWARD:
1. Omnibus Sworn Statement

Purpose/Title of the Activity: LGRRC ICT EQUIPMENT

Date of the Activity: 3RD - 4TH QUARTER 2020

Warranty|

B Price Validity

]

After having carefully read and accepted your General Conditions, I/We quote on the item(s) at prices noted above.

Printed Name/Signature/Date

Tel. No./Cellphone No.




